
Hoja de datos 5ST3806

Bloqueo de empuñadura para 5SL, 5SV, 5TL1

La versión
nombre comercial del producto SENTRON
designación del producto Dispositivo de bloqueo
tipo de producto para automáticos magnetotérmicos 5SL, 5SV, 5TL1
tipo de dispositivo de bloqueo / a la desconexión Sí
tipo de dispositivo de bloqueo / a la reconexión Sí
propiedad del producto / precintable No

Diseño Mecánico
peso neto 3,9 g
General Product Approval other

Confirmation Miscellaneous Environmental Con-
firmations

Miscellaneous

Más información
Information- and Downloadcenter (Catálogos, Folletos,…)
http://www.siemens.com/lowvoltage/catalogs
Industry Mall (sistema de pedido online)
https://mall.industry.siemens.com/mall/es/es/Catalog/product?mlfb=5ST3806
Service&Support (Manuales, certificados, características, FAQ,…)
https://support.industry.siemens.com/cs/ww/es/ps/5ST3806
Base de datos de imágenes (fotos de producto, dibujos acotados 2D, modelos 3D, esquemas de conexiones, …)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=5ST3806
CAx-Online-Generator
http://www.siemens.com/cax
Tender specifications
http://www.siemens.com/specifications
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_I202_XX_00464
https://support.industry.siemens.com/cs/WW/es/ps/5ST3806/Certificate?ct=439&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/5ST3806/Certificate?ct=439&ci=502&cao=591
https://support.industry.siemens.com/cs/WW/es/ps/5ST3806/Certificate?ct=439&ci=3020&cao=4488
https://support.industry.siemens.com/cs/WW/es/ps/5ST3806/Certificate?ct=447&ci=498&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/5ST3806/Certificate?ct=447&ci=498&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/5ST3806/Certificate?ct=447&ci=502&cao=553
http://www.siemens.com/lowvoltage/catalogs
https://mall.industry.siemens.com/mall/es/es/Catalog/product?mlfb=5ST3806
https://support.industry.siemens.com/cs/ww/es/ps/5ST3806
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=5ST3806
http://www.siemens.com/cax
http://www.siemens.com/specifications
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_36951
https://www.automation.siemens.com/bilddb/interfaces/InterfaceImageDB.asmx/GetImageVariantByMLFB?interfaceuserid=TED&objecttype=60&imagevariantid=73&articlenumber=5ST3806&lang=es,XX
https://support.industry.siemens.com/cs/ww/es/pv/5ST3806
https://support.industry.siemens.com/cs/ww/es/pv/5ST3806
https://support.industry.siemens.com/cs/ww/es/pv/5ST3806
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