
seriesExhaust filter 

��������

����������ABS���������UL-94 Vo��.

����VDE 0113(EN 60204)�����������.

����������100g/m2.150g/m2.350g/m2.�����150g/m2 ����

���86Pa�62Pa  ������90% 

������������-20�~+65� ������-20�~+70�

Frame material uses anti-flame and heat resistingABS plastic, 

of which fire resistance are accord with UL-94 Vo standard.

Installation without screws are accord with standard of VDE 0113(EN 60204)

Optional equips polyester fiber filter pad of 100g/�.150g/�.350g/� , 

built-in standard is 150g/�.Standard max static pressure 86Pa�62Pa  

max relative humidity 90%.

Temperature range : (unconcretionary ) -20�~+65�  

(store temperature) -20�~+70�

Characteristics

Optional parts

���

D

E
A

Outline Dimensions 
Units: mm 

B

dimension of installation

F x Gmm

A

B

4-Ø5
D

C

C

Ø
5

.5

5.6

�

9
0

Ø
1

1

C-C

A

B

D

D

E�����

����
Type

RAL 7035
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  External dimensions����
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Ventilation shutter

Built-in black filter sponge

Finger guard for axial fan

ABS plastic guard

Color RAL 7035

Metal guard

Surface nickel plating

Better corrosion resistance
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